
Malte Perrong Unit embodies the essential qualities of 
security, flexibility, and quality. Its discreet design seamlessly 
integrates into various settings, making it an ideal choice.

It’s a modern, fully-equipped alternative to traditional fuel 
stations, offering flexibility and features for contemporary 
needs. Complete with pumps and space for a card terminal,  
it’s crafted from weather-resistant materials like aluminium 
and galvanized sheet metal. Each unit is custom-made to 
withstand the elements and features an isolated technology 
room for the electrical central, all built upon a robust steel 
frame with crane loops for easy positioning.
 One major advantage is its swift and easy installation, with 
above-ground equipment allowing for quick relocation. Minimal 
groundwork results in low installation costs, offering mobility 
for various applications. The Malte Perrong Unit can be tailored 
to your specific needs and surroundings.

Construction
Roof modules are sectioned for easy handling and shipping, 
while cable glands for end-piece cables are screw-fitted for 
straightforward electrical installation. The walls are robotically 
bent for precision, and the technical room features insulation 
with plywood on the walls and ceiling, with a floor consisting  
of floor plywood.
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Flexible

Easy to place

Plug & Play – complete unit 

Built-in AdBlue/Washer fluid 

Flat package 

Custom branding

• Adaptable to various settings and  
requirements

• Discreet design allows for effortless 
integration

• Available as a complete unit with  
optional features

• Customizable to include these  
components

• Streamlined for efficient shipping
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Standard features

• Wall Color RAL 9007

• Ramp Color RAL 3020

• Technical room insulated 
with 80 mm walls and  
90 mm floor

• Plywood walls, ceilings, 
and floor in technical room

• Powder-Coated Walls

• Delivered technical room 
fully assembled

• Wall panels in Magnelis 
and Powder coated

• Posts in black Zinc and 
Powder coated

Dimensions

• Width: 1 160 mm

• Height: 2 640 mm

Optional features

• Fully assembled 

• Built-in washer fluid 

• Built-in AdBlue 

• Complete unit with dispen-
ser and payment terminal 
(Plug & Play)

• Aluminum Floorboard

• Optional color for wall and 
ramp

• Corrosion Class C4

• LED stripe on the ramp

• Interior preparation in 
technical room for compu-
ters, etc.

• Various dispenser options 
(petrol, diesel, etc.)

• Multiple payment termi-
nals models

• Info board or advertising 
holder

• Decontamination  
equipment

• Customization for specific 
customer requests

• Adjustable foot for height 
adjustment of posts on 
one side

• Ventilation


